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CLĂDIREA FEPER, 
BULEVARDUL�DIMITRIE POMPEIU 8,
BUCUREȘTI 020337, ROMANIA
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• 24/7/365 on-site security sta�
• Visitor and equipment screening
• CCTV with 30-day backups
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• Adiabatic cooling system with N+1 

redundancy
• Constant temperature: 22°C ± 3°C 

in technical areas
• Humidity range: 50% ± 20%
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• Summit Service Desk Support 

24/7
• Summit Remote Hands
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• Redundant 2,000 kVA 

transformers, over 2 MW power
• Diesel generators: 2 x 1,500 kVA & 

2 x 590 kVA, 12-hour autonomy
• UPS: 2 x 600 kVA & 2 x 400 kVA, 

15-minute battery backup
• Separate battery strings for 

redundancy
• 800 kVA & 600 kVA Bypass
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• Pre-run conduits available
• 32 fiber optic cables
• North and south diverse routes
• Over 100 regional and 

international networks



�
��

�
��
��

��
��
�
��

�
��

��
�

��������
• Bucharest Henri Coandă 

International Airport (OTP) ���������������
–�9 miles (14.4km)
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• On-site parking
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• Building Structure: 4 Story
• Total Building Size: 26,900 SF
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• DSS PCI Compliant
• ISO-9001
• ISO-27001
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• 99.999% SLA for electricity supply 

and air conditioning
• 100% uptime SLA on network and 

power
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• Freight elevator: 2.5-ton capacity, 

2 x 4 x 2.2 m, with unloading ramp
• Conference room, break room & 

o�ice space
• Crash carts
• Loaner tools
• Wi-Fi


